STATE OF NORTH CAROLINA

DEPARTMENT OF TRANSPORTATION

DIVISION 3

CONTRACT PROPOSAL

SMALL BUSINESS ENTERPRISE

WBS ELEMENT: 17BP.3.P.5

ROUTE: Various Primary Routes

COUNTY: Brunswick, Duplin, New Hanover, Ondow, Pender and Sampson
DESCRIPTION: Repair and/or Replacement of Bridge Expansion Jointsin Brunswick,
Duplin, New Hanover, Ondow, Pender & Sampson Counties.

BID OPENING: Tuesday, October 11, 2011 at 2:00 pm

NOTICE:

ALL BIDDERS SHALL COMPLY WITH ALL APPLICABLE LAWS REG ULATING THE
PRACTICE OF GENERAL CONTRACTING AS CONTAINED IN CHA PTER 87 OF THE
GENERAL STATUTES OF NORTH CAROLINA WHICH REQUIRES TH E BIDDER TO BE
LICENSED BY THE N.C. LICENSING BOARD FOR CONTRACTOR S WHEN BIDDING ON
ANY NON-FEDERAL AID PROJECT WHERE THE BID IS $30,000 OR MOR E, EXCEPT FOR
CERTAIN SPECIALTY WORK AS DETERMINED BY THE LICENSIN G BOARD OR SBE
PROJECT. BIDDERS SHALL ALSO COMPLY WITH ALL OTHER APP LICABLE LAWS
REGULATING THE PRACTICES OF ELECTRICAL, PLUMBING, H EATING AND AIR
CONDITIONING AND REFRIGERATION CONTRACTING AS CONTA INED IN CHAPTER 87
OF THE GENERAL STATUTES OF NORTH CAROLINA.

NAME OF BIDDER

ADDRESS OF BIDDER

RETURN BIDS TO: North Carolina Department of Transportation
Mr. Lloyd G. Royall, Jr, PLS
5501Barbados Blvd.
Castle Hayne, NC 28429
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INSTRUCTIONS TO BIDDERS

PLEASE READ ALL INSTRUCTIONS CAREFULLY BEFORE PREPA RING
AND SUBMITTING YOUR BID .

All bids shall be prepared and submitted in accordance with the fwing requirements. Failure to
comply with any requirement shall cause the bid to be considerddegular and shall be grounds for
rejection of the bid.

The bid sheet furnished by NCDOT with the proposal shall be used and shall not beraliesechanner.

DO NOT SEPARATE THE BID SHEET FROM THE PROPOSAL!

All entries on the bid sheet, including signatures, shall be written in ink.

The Bidder shall submit a unit price for every item on the bid form. The unit poicésefvarious contract items
shall be written in figures.

An amount bid shall be entered on the bid sheet for every item. The amount bid foereasitail be determined
by multiplying each unit bid by the quantity for that item, and shall be written in figutae i'Amount Bid"
column of the sheet.

The total amount bid shall be written in figures in the proper place on the bid sheeattalhmbunt shall be
determined by adding the amounts bid for each item.

Changes in any entry shall be made by marking through the entry in ink and making the coyradjasrent
thereto in ink. A representative of the Bidder shall initial the change in ink.

The bid shall be properly executed. All bids shall show the following information:

a. Name of individual, firm, corporation, partnership, or joint venture subgnlitd.

b. Name and signature of individual or representative submitting bid and postii& or
C. Name, signature, and position or title of witness.

d. Federal Identification Number (or Social Security Number of Indivjdual

e. Contractor's License Number (if Applicable)

Bids submitted by corporations shall bear the seal of the corporation.
The bid shall not contain any unauthorized additions, deletions, or conditional bids.

. The bidder shall not add any provision reserving the right to accept or rejechdh amto enter into a contract

pursuant to an award.

THE PROPOSAL WITH THE BID SHEET STILL ATTACHED SHALL BE PLACED IN A SEALED
ENVELOPE AND SHALL HAVE BEEN DELIVERED TO AND RECEIVED IN THE NCDOT
DIVISION 3 ENGINEER’S OFFICE, 5501 BARBADOS BLVD., CASTLE HAYNE, NC 28429 BY 2:00
PM ON TUESDAY, OCTOBER 11, 2011.

The sealed bid must display the following statement on the front of the seadtmpenv

QUOTATION FOR: WBS ELEMENT: 17BP.3.P.5: REPAIR AND/OR REPLACEMENT O F BRIDGE
EXPANSION JOINTS IN BRUNSWICK, DUPLIN, NEW HANOVER, ONSLOW, PENDER &
SAMPSON COUNTIES TO BE OPENED AT 2:00 PM ON TUESDAY, OCTOBER 11, 2011.

If delivered by mail, the sealed envelope shall be placed in another sealepemvel the outer envelope shall
be addressed as follows:

NC DEPARTMENT OF TRANSPORTATION
MR. LLOYD G. ROYALL, JR, PLS

5501 BARBADOS BLVD.

CASTLE HAYNE, NC 28429

AWARD OF CONTRACT
The award of the contract, if it be awarded, will be made to the lowest respabte
Bidder in accordance with Section 102excluding 102-2 and 102-11) of the
Standard Specifications for Roads and Structures 2006. The lowest respdisi
BIDDER will be notified that his bid has been accepted and that he hasbn
awarded the contract. NCDOT reserves the right to reject all bids.




PROJECT STANDARD PROVISIONS

GENERAL

This contract is forRepair and/or Replacement of Bridge Expansion Joints in Brunsick,
Duplin, New Hanover, Onslow, Pender & Sampson Counties.

All work and materials shall be in accordance withghavisions of the General Guidelines of this
contract, the Project Special Provisions, the N@dholina Department of Transportation
Standard Specifications for Roads and Structures 2006, thle Qarolina Department of
Transportation Roadway Standards Drawings, the Nortbli@aDepartment of Transportation
2011 Superpave Manual and the current edition of the Manuhdifsirm Traffic Control

Devices (MUTCD).

The Contractor shall keep himself fully informed offédideral, State and local laws, ordinances,
and regulations, and shall comply with the provisionSextion 107 of the Standard

Specifications.

SITE INVESTIGATION AND REPRESENTATION

The Contractor acknowledges that he has satisfied lhiasst the nature of the work, and
general and local conditions; particularly those beasimgransportation, availability of labor,
State Regulations for safety and security of properadspand facilities required for the
prosecution of the work, and all matters which caminvaay affect the work, or cost thereof,
under this contract.

Any failure by the Contractor to acquaint himself walhthe available information concerning
these conditions will not relieve him from the resgbitity for estimating properly the difficulty
or cost of successfully performing the work.

CONTRACT TIME AND LIQUIDATED DAMAGES

The date of availability for this contract is November 7, 2011The Contractor may begin

work prior to this date upon approval of the Engineer ®dhly authorized representative. If
such approval is given, and the Contractor begins work fwithe date of availability, the
Department of Transportation will assume no respoitgifolr any delays caused prior to the date
of availability by any reason whatsoever, and sucaydelf any, will not constitute a valid reason
for extending the completion date.

The completion date for this contract is June 10, 20120 extensions will be authorized
except as authorized by Article 108-10 of the Standard Symins.

Liquidated damages for this contract @areee Hundred Fifty Dollars ($350.00) per calendar
day.



HOLIDAY AND HOLIDAY WEEKEND WORK RESTRICTIONS

1. For unexpected occurrencethat creates unusually high traffic volumes, as direbiethe
Engineer.

2. For New Year's Day between the hours of 6:00 a.m. December 31st and 6:0Qanary
2nd. If New Year's Day is on a Friday, Saturday, Sundayanday, then until 6:00 a.m. the
following Tuesday.

3. For Easter, between the hours of 6:00 a.m. Thursday and 6:00 a.m. Monday
4. ForMemorial Day, between the hours of 6:00 a.m. Friday and 6:00 a.m. Tuesday.
5. For Thanksgiving Day, between the hours of 6:00 a.m. Tuesday and 6:00 a.m. Monday.

6. For Christmas, between the hours of 6:00 a.m. the Friday before #ekwf Christmas Day
and 6:00 a.m. the following Tuesday after the week of @hais Day.

Holidays and holiday weekends shall include New Year'stieEaMemorial Day, Independence
Day, Labor Day, Thanksgiving, and Christmas. The Gabr shall schedule his work so that
lane closures will not be required during these periodsssiolherwise directed by the Engineer.

The liguidated damages dfere Hundred Dollars ($500.00)er hour.

AUTHORITY OF THE ENGINEER

The Engineer for this project shall be the Divisialgteer, Division Three, Division of
Highways, North Carolina Department of Transportatamting directly or through his duly
authorized representatives.

The Engineer will decide all questions, which may aaséo the quality and acceptability of work
performed and as to the rate of progress of the worgueltions, which may arise as to the
interpretation of the contract; and all questions asecacceptable fulfillment of the contract on
the part of the Contractor. His decision shall balfand he shall have executive authority to
enforce and make effective such decisions and ordehe &ontractor fails to carry out

promptly.

AVAILABILITY OF FUNDS - CONTRACT TERMINATION

Payments on this contract are subject to avaikabififunds as allocated by the General
Assembly. If the General Assembly fails to all@catiequate funds, the Department reserves the
right to terminate this contract.

In the event of termination, the Contractor shalgiven a written notice of termination at least
60 days before completion of scheduled work for which funglsweailable. In the event of
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termination, the Contractor shall be paid for thekwalready performed in accordance with the
contract specifications.

BANKRUPTCY

The Department of Transportation, at its option, neagninate the contract upon filing by the
Contractor of any petition for protection under the mions of the Federal Bankruptcy Act.

SMALL BUSINESS ENTERPRISE PROGRAM

DDC_SBE (2-15-2011)

Bids are being solicited for this project under the piongsof the NCDOT’s Small Business
Enterprise Program.

Your firm does not have to be formally identified amiaority, woman or disabled business to
qualify for this Program, but you must have had an annoakgncome of $1.5 million or less,
exclusive of materials, for the previous calendar year.

The maximum contract limit is set at $500,000. If theltoithamount of the contract exceeds
this amount, the bid will not be considered for award.

Under the provisions of this Program, a NC Generakf@otor’s Licenseas not required nor are
Contract Payment and Contract Performance Bonds requielders shall comply with all other
applicable laws, including but not limited to, those regudathe practices of electrical, plumbing,
heating and air conditioning and refrigeration contrgctia contained in Chapter 87 of the
General Statutes of North Carolina.

Prospective bidders who qualify for the SBE Program and are noturrently certified are
requested to apply for certification immediately. Additionalinformation and forms on the
program may be obtained online at:http://www.ncdot.org/business/ocs/sbe/

Do not submit the forms with the Bid Documents.
Send completed forms to:

Contractual Services Unit
ATTN: SBE

1509 Mail Service Center

Raleigh, NC 27699-1509



CLAIMS FOR ADDITIONAL COMPENSATION OR EXTENSION
OF TIME

Any claims for additional compensation and/or exterssmirthe completion date shall be
submitted to the Division Engineer with detailed jusifion within thirty (30) days after receipt
of the final invoice payment. The failure of the @awtor to submit the claim(s) within thirty
days shall be a bar to recovery.

CONTRACTOR CLAIM SUBMITTAL FORM

(9-16-08) SP1G140

If the Contractor elects to file a written claimmquests an extension of contract time, it shall be
submitted on th&ontractor Claim Submittal Form (CCSF) available through the Construction
Unit or http://ncdot.org/doh/operations/dp_chief_eng/constructionanmt$§manuals/

DEFAULT OF CONTRACT

The Department of Transportation shall have the tiglateclare a default of contract for breach
by the Contractor of any material term or conditidthe contract. Default of contract shall be in
accordance with the terms, conditions, and procedurdgiole 108-9 of the Standard

Specifications.

ENGINEERING CONTROL

Engineering control and inspection will be by the NdCérolina Department of Transportation.
The Contractor will cut test samples as directed byetigineer. The North Carolina Department
of Transportation will set all necessary grades for,pifitehes, or masonry drainage structures.
All other field engineering will be the responsibilay the Contractor and considered as incidental
to the project bid.

EROSION, SILTATION, AND POLLUTION CONTROL

The Contractor shall exercise every reasonable ptieceand take all necessary measures
throughout the life of the project to prevent erosidtat®n, and pollution in accordance with
Section 107-13 of the Standard Specifications.

EXTENSION OF CONTRACT TIME

Failure on the part of the Contractor to furnish bamdsertifications, or to satisfy preliminary
requirements necessary to issue the purchase ordeotdbnstitute grounds for extension of
the contract time.



If the Contractor has fulfilled all preliminary requirents for the issuance of a purchase order,
and the purchase order authorization is not availablaéoglate of availability, the Contractor
shall be granted an extension equal to the numbereridal days the purchase order
authorization is delayed after the date of availability

GIFTS FROM VENDORS AND CONTRACTORS

(12-15-09) SP1 G152

By Executive Order 24, issued by Governor Perdue NaBdG.S.8 133-32, it is unlawful for any
vendor or contractor (i.e. architect, bidder, contsgatonstruction manager, design professional,
engineer, landlord, offeror, seller, subcontractor, sappbr vendor), to make gifts or to give
favors to any State employee of the Governor's @biAgencies (i.e. Administration,
Commerce, Correction, Crime Control and Public Saf€uyitural Resources, Environment and
Natural Resources, Health and Human Services, Juverstee) and Delinquency Prevention,
Revenue, Transportation, and the Office of the Gowgrnohis prohibition covers those vendors
and contractors who:

(1) have a contract with a governmental agency; or
(2) have performed under such a contract within the gast gr
(3) anticipate bidding on such a contract in the future.

For additional information regarding the specific requinet®ieand exemptions, vendors and
contractors are encouraged to review Executive Order 2G&n 8 133-32.

Executive Order 24 also encouraged and invited other Stgencles to implement the
requirements and prohibitions of the Executive Ordehéwr tagencies. Vendors and contractors
should contact other State Agencies to determine #ethagencies have adopted Executive
Order 24.

INSPECTION

All work shall be subject to inspection by the Enginateany time. Routinely, the Engineer will
make periodic inspections of the completed work. Itlvalthe responsibility of the Contractor
to keep the Engineer informed of his proposed work plan@sdlmit written reports of work
accomplished on a frequency to be determined by the Emgine

LEGAL RELATIONS AND RESPONSIBILITY TO PUBLIC
(12-19-06) (Rev 3-16-10) SP1 G151
Revise the2006 Standard Specifications as follows:

Page 1-60, 107-2 Assignment of Claims Vqideplace the reference fro&S 143-3.3to G.S.
143B-426.40A.



Page 1-69, 107-18 Contractor's Responsibility for Workin the first paragraph, last sentence,
replace the wortkgally with the wordcontractually.

LIABILITY INSURANCE

(11-18-08) SP1 G80

Page 1-68, Article 107-16 is amended to include the following asthrst, second, third and
fourth paragraphs:

The Contractor shall be liable for any losses regufrom a breach of the terms of this contract.
The Contractor shall be liable for any losses duéhéonegligence or willful misconduct of its

agents, assigns and employees including any sub-contradtmis causes damage to others for
which the Department is found liable under the Tortan@laAct, or in the General Courts of

Justice, provided the Department provides prompt noticeh&o Gontractor and that the

Contractor has an opportunity to defend against such slaifihe Contractor shall not be

responsible for punitive damages.

The Contractor shall at its sole cost and expensaroahd furnish to the Department an original
standard ACORD form certificate of insurance evidencimgnmercial general liability with a limit
for bodily injury and property damage in the amount of $5,0000000er occurrence and
general aggregate, covering the Contractor from clamgamages for bodily injury, personal
injury, or for property damages which may arise from afweg under the contract by the
employees and agents of the Contractor. The requingdolf insurance may be obtained by a
single general liability policy or the combination afgeneral liability and excess liability or
umbrella policy. The State of North Carolina shal tamed as an additional insured on this
commercial general liability policy. The policy magntain the following language as relates to
the State as an additional insured: “This insurande regpect to the additional insured applies
only to the extent that the additional insured is hilldld for your or your agent’s acts or
omissions arising out of and in the course of operapen®rmed for the additional insured.”

The Contractor shall maintain all legally required iaswwe coverage, including without limitation,
worker’s compensation and vehicle liability, in thecamts required by law. Providing and
maintaining adequate insurance coverage is a materightioh of the contractor and is of the
essence of this contract. All such insurance shaditmall laws of the State of North Carolina.
Such insurance coverage shall be obtained from comptnaiesre authorized to provide such
coverage and that are authorized by the Commissionénsafance to do business in North
Carolina. The Contractor shall at all times compighwhe terms of such insurance policies.

Upon execution of the contract, provide evidence ofabeve insurance requirements to the
Engineer.

The successful bidder, within fourteen (14) days after nate of award, shall provide the
Department with proof of insurance.



MATERIALS AND TESTING

The Engineer reserves the right to perform all samplmytesting in accordance with Section
106 of the Standard Specifications and the Departmenttelislia and Test Manual." However
the Engineer may reduce the frequency of sampling anddesktiere he deems it appropriate for
the project under construction.

The Contractor shall furnish the applicable certifemad and documentation for all materials as
required by the Standard Specifications. Material wisictot properly certified will not be
accepted.

Delivery tickets for all asphalt material shall benfshed in accordance with Section 106-7 of the
Standard Specifications and shall include the followifgrmation:

NCDOT WBS Element

Date

Time issued

Type of Material

Gross weight

Tare Weight

Net weight of material

Plant Location

Truck Number

10. Contractor's name

11. Public weighmaster's stamp or number
12. Public weighmaster's signature or initials in ink
13. Job mix formula number

©CoNoGarWDNE

MINIMUM WAGES

(7-21-09) Z-5

FEDERAL: The Fair Labor Standards Act provides that with certaceptions every
employer shall pay wages at the rate of not less $#&vEN DOLLARS AND
TWENTY FIVE CENTS ($7.25) per hour.

STATE: The North Carolina Minimum Wage Act provides that evamployer shall pay to
each of his employees, wages at a rate of not lessSEVEN DOLLARS AND
TWENTY FIVE CENTS ($7.25) per hour.

The minimum wage paid to all skilled labor employed onchistract shall be
SEVEN DOLLARS AND TWENTY FIVE CENTS ($7.25) per hour.

The minimum wage paid to all intermediate labor employedhes contract shall
be SEVEN DOLLARS AND TWENTY FIVE CENTS ($7.25) per hour.

The minimum wage paid to all unskilled labor on this cacttrshall be SEVEN
DOLLARS AND TWENTY FIVE CENTS ($7.25) per hour.



This determination of the intent of the applicatiortta$é act to the contract on this project is the
responsibility of the Contractor.

The Contractor shall have no claim against the Depant of Transportation for any changes in
the minimum wage laws, Federal or State. It is tispaesibility of the Contractor to keep fully
informed of all Federal and State Laws affecting histicrt.

ON-THE-JOB TRAINING :

(10-16-07) (Rev 7-21-09) Z-10
Description

The North Carolina Department of Transportation adiminister a custom version of the Federal
On-the-Job Training (OJT) Program, commonly referie@g the Alternate OJT Program. All
contractors (existing and newcomers) will be autoraiyiplaced in the Alternate Program.
Standard OJT requirements typically associated with thaliprojects will no longer be applied
at the project level. Instead, these requirementsbeilapplicable on an annual basis for each
contractor administered by the OJT Program Manager.

On the Job Training shall meet the requirements of 28 £30.107 (b), 23 USC — Section 140,
this provision and the On-the-Job Training Program Mianua

The Alternate OJT Program will allow a contractorttain employees on Federal, State and
privately funded projects located in North Carolina. ldweer, priority shall be given to training
employees on NCDOT Federal-Aid funded projects.

Minorities and W omen

Developing, training and upgrading of minorities and womevatd journeyman level status is a
primary objective of this special training provisiorccardingly, the Contractor shall make every
effort to enroll minority and women as traineeste éxtent that such persons are available within
a reasonable area of recruitment. This training ctment is not intended, and shall not be used,
to discriminate against any applicant for training, Wwheta member of a minority group or not.

Assigning Training Goals

The Department, through the OJT Program Manager, witjiasraining goals for a calendar year
based on the contractors' past three years’ acamtlythe contractors' anticipated upcoming
year’s activity with the Department. At the begimnof each year, all contractors eligible will be
contacted by the Department to determine the numlteainées that will be assigned for the
upcoming calendar year. At that time the Contractall shter into an agreement with the
Department to provide a self-imposed on-the-job traipimgram for the calendar year. This
agreement will include a specific number of annual tngiigjoals agreed to by both parties.

The number of training assignments may range from 1 fgeflontractor per calendar year.

The Contractor shall sign an agreement to fulfilltla@inual goal for the year. A sample
agreement is available at www.ncdot.org/business/dts/oj



PAYMENT AND RETAINAGE

(8-06-2009) P&R_DDC

The Contractor may submit a request for partial paymers monthly basis, or other interval as
approved by the Engineer. Compensation for all pay isdak be in accordance with the
Standard Specifications. The amount of partial paymeititise based on the work accomplished
and accepted as the last day of the approved pay period.

All requests for payment shall be made on the forms$had to the Contractor by the Department
of Transportation. The form shall be completely auibly filled out with all appropriate
information supplied and shall be signed by an authoriza@sentative of the Contractor.

All invoices must be accompanied with the DBE-IS form eveifi no Subcontractors
payments were made. Payment request shall not be processathout said form filled out
and attached.

If the request for payment is made by Contractor’sibieyahe Invoice shall be submitted in
triplicate to:
NCDOT Division 3 Office
Attention: Amanda T. Glynn, P.E.
Division Bridge Program Manager
5501 Barbados Blvd.
Castle Hayne, NC 28429

Disadvantaged Business Enterprise (DBE) participatiohlshdsted in the appropriate spaces
on all requests for payment. If there is no partiagrathe word “None” or the figure “0” shall be
entered.

POSTED WEIGHT LIMITS

The Contractor's attention is directed to the faat thany primary and secondary roads and
bridges are posted with weight limits less than the lag#l The Contractor will not be allowed
to exceed the posted weight limits in transporting mealteor equipment to the project. The
Contractor should make a thorough examination of all magshaul routes on this project.

SAFETY AND ACCIDENT PROTECTION

In accordance with Article 107-22 of the Standard Speadiest the Contractor shall comply
with all applicable Federal, State, and local laws,namites, and regulations governing safety,
health, and sanitation, and shall provide all safeguaadisty devices, and protective equipment,
and shall take any other needed actions, on his oywoms#ility that are reasonably necessary to
protect the life and health of employees on the jabtha safety of the public, and to protect
property in connection with the performance of theknayvered by the contract.
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SAFETY VESTS

6-19-01R (rev. 1-10-11) SP1G139

All Contractors' personnel, all subcontractors and gexrsonnel, and any material suppliers and
their personnel shall wear a reflective vest or ogggment conforming to the requirements of
MUTCD at all times while on the project. Safety veisall meet ANSI Class Il standard.

SUBLETTING OF CONTRACT

The Contractor shall not sublet, sell, transferigassr otherwise dispose of this contract or any
portion thereof; or his right, title, or interest té|; without written consent of the Engineer.
Subletting of this contract or any portion of the caat shall conform to the requirements of
Article of 108-6 of the Standard Specifications.

SUPERVISION BY CONTRACTOR

At all times during the life of the project the Contacshall provide one permanent employee
who shall have the authority and capability for overesgponsibility of the project and who shalll
be personally available at the work site within 24 hawtice. Such employee shall be fully
authorized to conduct all business with the subcontractomegotiate and execute all
supplemental agreements, and to execute the orders diodiiseaf the Engineer.

At all times that work is actually being performed, @antractor shall have present on the
project one competent individual who is authorized tareatsupervisory capacity over all work
on the project, including work subcontracted. The indivisdd® has been so authorized shall be
experienced in the type of work being performed and sédillly capable of managing, directing,
and coordinating the work; of reading and thoroughly undedstgnhe contract; and receiving
and carrying out directions from the Engineer or his@igld representatives. He shall be an
employee of the Contractor unless otherwise approveleblizngineer.

The Contractor may, at his option, designate one employ meet the requirements of both

positions. However, whenever the designated employaesent from the work site, an
authorized individual qualified to act in a supervisory cdpam the project shall be present.

TEMPORARY SUSPENSION OF WORK

In accordance with Article 108-7 of the Standard Spedifinaf the Engineer will have the
authority to suspend the work wholly or in part, anytentorder for such periods as he may
deem necessary for any of the following reasons.

1. Conditions considered unfavorable for the suitable pragecof the work, or

2. The Contractor’s failure for correct conditions undafeworkmen or the general public, or
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3. The Contractor has not carried out orders given toblyithe Engineer, or
4. The Contractor’s failure to perform any provisionshe contract.

No extension of the completion date will be allowedtfe above suspensions except as may
be provided for in Article 108-10.

TRAFFIC CONTROL AND WORK ZONE SAFETY

The Contractor shall maintain traffic during constraietand provide, install, and maintain all
traffic control devices in accordance with these mtogriidelines, the Project Special Provisions,
North Carolina Department of Transportation Standardifigaions for Roads and Structures,
and the current edition of the Manual of Uniform Taffiontrol Devices (MUTCD).

The Contractor shall utilize complete and proper traffiotrols and traffic control devices during
all operations. All traffic control and traffic cant devices required for any operation shall be
functional and in place prior to the commencement aff diperation. Signs for temporary
operations shall be removed during periods of inactivitge Contractor is required to leave the
project in a manner that will be safe to the tragepublic and which will not impede motorists.

Traffic movements through lane closures on roads withway traffic shall be controlled by
flaggers stationed at each end of the work zone. datgins where sight distance is limited, the
Contractor shall provide additional means of contmgltiraffic, including, but not limited to, two-
way radios, pilot vehicles, or additional flaggers.

Flaggers shall be competent personnel, adequately traiflagging procedures, and furnished
with proper safety devices and equipment, including, butimded to, safety vests and stop/slow
paddles.

All personnel when working in traffic areas or areaslose proximity to traffic shall wear an
approved safety vest, or shirt or jacket which meet<thor requirements of the Manual of
Uniform Traffic Control Devices (MUTCD).

The Contractor shall comply with all applicable FedeBshte, and local laws, ordinances, and
regulations governing safety, health, and sanitatiosh shall provide all safeguards, safety
devices, and protective equipment, and shall take any o¢legied actions, on his own
responsibility that are reasonably necessary to grrthe life and health of employees on the job
and the safety of the public, and to protect propertgimection with the performance of the
work covered by the contract.

Failure to comply with any of the requirements for safand traffic control of this contract shall
result in suspension of work as provided in subarticle 108ef({)e_Standard Specifications.

No direct payment shall be made for traffic contral arork zone safety items, as they shall be
considered incidental to other contract items.
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UTILITY CONFLICTS

It shall be the responsibility of the Contractorctmtact all affected utility owners and determine
the precise locations of all utilities prior to begmmiconstruction. Utility owners shall be
contacted a minimum of 48 hours prior to the commenceoferpierations. Special care shall be
used in working around or near existing utilities, protectirem when necessary to provide
uninterrupted service. In the event that any utilityise is interrupted, the Contractor shall
notify the utility owner immediately and shall cooperatith the owner, or his representative, in
the restoration of service in the shortest time ipless Existing fire hydrants shall be kept
accessible to fire departments at all times.

The Contractor shall adhere to all applicable regulataon follow accepted safety procedures
when working in the vicinity of utilities in order tasure the safety of construction personnel and
the public.

WORKERS’ COMPENSATION INSURANCE

Pursuant to N.C.G.S. § 97-19, all contractors of the Deyeatt of Transportation are, prior to
beginning services, required to show proof of coverageedsdy a workers’ compensation
insurance carrier, or a certificate of complianceiassby the Department of Insurance for self-
insured subcontractors stating that it has complied M€ G.S. § 97-93 irrespective of whether
subcontractors have regularly in service fewer thagetiemployees in the same business within
the State of North Carolina, and subcontractors $ielhereinafter liable under the Workers’
Compensation Act for payment of compensation and diieefits to its employees for any injury
or death due to an accident arising out of and in the eaingerformance of the work insured by
the subcontractor.

ERRATA

(7-21-09) Z-4
Revise theandard Specifications for Roads and Structures July 2006 on all projects as follows:

Division 1
Page 1-1, replace AREA - American Railway Engineering éiaon with American Railway
Engineering and Maintenance of Way Association.
Page 1-7, removel- in middle of page after INVITATION TO BID and before LABORATORY.
Page 1-25, 102-16(R), move 2nd paragraph to left margin. It is ndt@f gas subarticle, but part of
the entire article.

Division 2
Page 2-9, Subarticle 225-1(C)! paragraph, % line, last word, add a “d” to make the word grade
becomegraded.
Page 2-15, Subarticle 226-3, 5th paragraph, first line, replace thernweitth the wordis.
Page 2-23, Subarticle 235-4(B)(9), at the end of the sentencaceadiplished greater with finished
grade.
Page 2-28, Article 260-3, First paragraph, second line, remove thdasbrd

13



Division 3
Page 3-13, Article 340-4, Second paragraph, change Flowable Backfill to Fddvildbl

Division 4
Page 4-29, Article 420-13(A) Description, change reference from SectiondA82cte 1081-6.
Page 4-40 Subarticle 420-17(F) first line, change Subarticle 420-17(B) herein.
Page 4-70, Article 442-13(B) Second sentence, change SSPC Guide 6l to SSP& Guide
Pages 4-72, 4-74, 4-76, at the top of the page, substitute the heading Section 452ienth5Bect
Page 4-79, at the top of the page, substitute the heading Section 450 with452ction
Page 4-80, change 452-7 to 453t the top of the page.
Page 4-80, change Pay Iltem __ Steel Pile Retaining Wdllse¢bPile Retaining Wallls.
Page 4-88, 462-4, Title, Replace last word Measurement with theRAMBIENT

Division 5
Page 5-8, Article 501-15 Measurement and Payment, delete the adingpdr that begins The quantity
of lime, measured as provided ...
Page 5-14, Article 520-11 Measurement and Payment, first paragraph, secaheldieaill be.

Division 6

Page 6-3, Article 600-9, 2nd Paragraph on this page, replace 818-5 with 818-
Pages 6-30 and 31, Subarticle 610-3(A)(13) Move 2 paragraphs fronatm o the right under the
number (13).
Page 6-43, Article 610-8, 4th paragraph, remove thelfiest
Page 6-44, 2nd full paragraph: dentence, delete the firmmd and addransverse just before cross-
slope control.
Page 6-51, at the top of the page, &i@-14 on the same line, and just before the heading
MAINTENANCE.
Page 6-53, Article 620-4 sixth paragraph, second line; the word that shautiche
Page 6-66, title, Replace EXISTNG wEXISTING
Page 6-66, Article 657-1, Description, first sentence, replaégRP@ot-poured rubber asphalt with
hot applied joint sealer.
Page 6-66, Article 657-2, replace PS/AR (Hot-Poured Rubber Asphalt withltwverigt

Item Section

Hot Applied Joint Sealer 1028-2
Page 6-67, at the top of the page, substitute the heading Section 654 with@&ction
Page 6-67, Article 657-3 Construction Methods, 2nd paragraph, repB@ER sealant witthot
applied joint sealer.
Page 6-71, 660-9(B)(1), Replace the first sentence of the first paragraghenfibllowing:

Using the quantities shown inTable 660-1, apply asphalt material to the existing surface
followed by an application of No. 78 M or lightweight aggregate

Page 6-89; Add a period at the end of the last sentence at the bottom gkthe pa

Page 6-90, Article 663-5, first paragraph, first sentence, changet666°F; third paragraph, fourth
sentence change 3250F325°F.

Division 7
Page 7-12, at the top of the page, substitute the heading Section 710 with7®8ction
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Page 7-15, Article 710-9, 4th paragraph, last line, change 710-11(B) t®{@&)0-1

Division 8
Page 8-13, Article 808-3, 4th Paragraph, third line, replace EexcavatioBxeébation
Page 8-35, Article 848-2, Item: Replace Cncrete @dhcrete

Division 9
Page 9-2, ad€01-3 just before CONSTRUCTION METHODS

Division 10
Page 10-12, near bottom of page &dylbefore Proportioning and Mixing of Modified Compositions,
which should be bold type.
Page 10-28, at the top of the page, substitute Secti@gf@00005.
Page 10-54, Subarticle 1018-2A), First line, substitB)dor Il, third line, substitut¢B)(2) for II-b.
Pages 10-56, 10-58, 10-60 at the top of the page, substitute Section 1018 with182@ation
Page 10-84, Table 1042-1, Class 2, Maximum, change from 23r to
Page 10-84, Article 1042-2 Testing, last sentence, replace the word aievatiothe wordtycles.

Page 10-100, Table 1056-1, replace on the line for Trapezoidal Tear Strength:

Type 1 Type 2 Type 3 Type 4
Class A Class B Soil Stabilization
451b 751b -- -- 751b

Page 10-116, Subarticle 1070-10, first paragraph, second sentena®, jadt before cold-forged
sleeve.

Pages 10-136 through 10-147, at the top of the page, substitute Section 1074 witHG&ztion

Page 10-157, Article 1077-11, first paragraph, change the referemeSiubarticle 420-18(B) to
Subarticle 42Qt7(B).

Page 10-200, Subarticle 1080-14(B), change reference to ASTMBD335

Page 10-211, at the top of the page, substitute Section 1081 with 388fon

Page 10-229, adiD88-6 BLANK on the line above 1088-7 TUBULAR MARKERS.

Page 10-244, adtD89-10BLANK and1089-11BLANK on the lines just above 1089-12 FLAGGER.
Page 10-272, delete Article 1098-6 in its entirety. Renumberle&tit098-7 through 1098-17 as
Articles 1098-6 through 1098-16 consecutively.

Division 12
Page 12-21 Add266-2 just before the heading MATERIALS.

Division 14
Page 14-33, Article 1413-6, first paragraph, first sentence, first line, rep&e withpaid for.
Division 15
o Page 15-2 adii500-4 just before the heading WEEKEND, NIGHT AND HOLIDAY WORK.
o Page 15-4, Subarticle 1505-3(A)(2), replace the 2nd line with lbeviing: Provide shielding or
shoring asrequired under Section 150 or asrequired elsewhere in the contract.
o Page 15-5, add505-6 on the same line and just before the heading MEASUREMEND
PAYMENT. (Remove the period after PAYMENT.)
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Page 15-6, Article 1505-6(3), deléteSection 1175 and replace it witlelsewhere in the contract.
Page 15-8, add510-4on the same line and just before the heading MEASUREMEND
PAYMENT.
Page 15-10, substituBL ANK for CONSTRUCTION REQUIREMENTS on the same line and
just before 1515-4.
Page 15-10, substitu@ONSTRUCTION REQUIREMENTS for General Requirements
Page 15-10, Article 1515-4, add) just before the bolded Fire Hydrants.
Page 15-13, Article 1520-3, 8th paragraph, pipd after diameter.
Page 15-22, add540-3 on the same line and just before the heading CONSTRORTI
REQUIREMENTS.
Page 15-28, Replace 1550-6 METHOD OF MEASUREMENT WABEASUREMENT AND
PAYMENT.

Division 16
Page 16-12, Subarticle 1632-1(C) ¥ Inch hardware cloth, change the minimunrovid24f
inches to 48 inches.

END
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PROJECT SPECIAL PROVISIONS
NOTES TO CONTRACTOR
The Contractors attention is directed to the follgwyin

The Contractor shall not close more than one ldmeaffic without prior approval of the
engineer.

Portable “Road Construction Ahead” signs may be useeurof post mounted signs, as directed
by the engineer.

VICINITY MAPS

Vicinity Maps for Brunswick and New Hanover Counties rbayiewed on the website at
http://www.ncdot.org/doh/operations/dp_chief_eng/maintenbridgé/ Please note that the
maps on the website may not contain all of the médion relevant to this contract.

SPECIAL PROVISIONS

MOBILIZATION

Locations for pavement repairs for asphalt and concoatés shall be designated by the
Engineer. The Contractor shall be notified of needgpth@t and concrete repairs by the Engineer
and shall begin work within 14 calendar days after natibie or as determined by the Engineer.
Failure to respond within the designated time frame @pasoved by the Engineer may result in
cancellation of this contract. Payment will be métemobilizations per project as follows:

“Mobilization Each”

TRAFFIC CONTROL

The Contractor shall maintain traffic in accordanat Division 11 of the 2006 Standard
Specifications for Roads and Structures. The Contratial furnish, install, maintain, relocate
and remove any signs, barricades, drums, cones, fleatiog boards, truck mounted impact
attenuators, etc. in order to comply with the 2006 Spatiios.

When closing a lane on a 2-lane, 2-way roadway ther@cdotr shall install temporary lane
closures in accordance with Standard 1101.02 sheet 1 and 2 tfe9Highway Design Branch
Roadway Standard Drawings. When closing a lane on &lemétroadway the Contractor shall
install temporary lane closures in accordance withdgted 1101.02 sheets 3, 4, 5, 6, and 7 of 9
of the Highway Design Branch Roadway Standard Drawings.
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When a temporary lane closure on a multi-lane roadsvakifted to another lane, the contractor
will be paid for a Lane Closure Shift. On 2-lane, 2-wagdways, the contractor will be paid one
Temporary Lane Closure for both lanes. Nighttime L@lwsure will be any closure installed after
8:00 p.m. Nighttime Lane Closure Shift will be any spétformed after 8:00 p.m. Nighttime
Flagging will be any flagging operation performed after 8:0Q p.m

Payments shall be made under:

“Temporary Lane Closure (2-Lane, 2-Way Roadway) Each”
“Temporary Lane Closure (Multi-Lane Roadway) Each”
“Temporary Nighttime Lane Closure (Multi-Lane Roadway) Each”
“Lane Closure Shift (Multi-Lane Roadway) Each”
“Nighttime Lane Closure Shift (Multi-Lane Roadway) Each”
“Nighttime Flagging Each”

CRACK SEALING

Material

The crack sealant used should be a single component asitedt sealant, which meets or
exceeds specification requirements ASTMD 3405-94 “JoinaSeslHot-Poured For Concrete
and Asphalt Pavements." The sealant should containi@um of 18%-recycled rubber by
weight of asphalt components and be supplied in solid form.

Pavement Cleaning

All cracks must be cleaned using a Hot Air Lance Syst&his shall consist of a heated air
stream at a minimum of 2000 degrees F, with a minimumedocity of 2000 FPS. Cracks should
be free from dust, moisture and other contaminantsd¢fe sealant is applied. Under no
circumstances should sealant be applied when the pavemesit

Melting

Asphalt Rubber Sealant must be melted in a jacketed dbaitée type melting unit which is
equipped with both agitation and recalculation systems tdimperature of the heat transfer oil

in the melting unit should not exceed 525 degrees F whemg#ie sealant.

Prior to applying the sealant, it should be heated enpérature between the recommended pour
temperature of 380 F and the safe temperature of 410 F.

Application

The asphalt rubber sealant should be applied using a préssdmeter application unit. After
the crack is appropriately cleaned the sealant shoulddliecto a slightly overfilled condition
and then leveled with a sealing shoe (not a squeegaena to three inch wide band across the
crack with an overlap beyond the crack edges. Ideadlypélivement surface temperature should
be between 40 F and 75 F. If the pavement temperatuseakisee 75 F, a spray material that
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does not alter the properties (beside the tack) ofghlarst should be used to remove the surface
tack. Traffic (vehicular and foot) must be kept off gneduct while it is still in the molten state.

Safety

The contractor shall follow all North Carolina Degragent of Labor Division of Occupational
Safety and Health requirements on personal protectivprequt required for the crack sealing
work activity.

Basis of Payment

The quantity of material to be paid for shall be the tityaactually used. Payment shall be full
compensation for all labor, tools, equipment, and in¢calemecessary for the completion of the
work.

Payment shall be made as follows:

“Crack Sealing (Without Router Or Diamond Saw) Lbs”

“Crack Sealing (With Router Or Diamond Saw) Lbs”

SILICON EXPANSION JOINT REPLACEMENT

Contractor shall remove the existing expansion jaiaian the area in accordance with the
manufacturer’'s recommendations, and place the silicparsion joint in accordance with the
manufacturer’s recommendations. The expansion joaik [ replaced with the materials stated
in this contract.

All materials shall be delivered unopened in their oabaontainers bearing the manufacturer’'s
label, date of manufacture, batch number, trade name,baad quantity. Sufficient material to
perform the entire expansion joint shall be “on hgmatir to removing the existing expansion
joint. Stored materials may be inspected prior ta e and shall meet the requirements of
these provisions. Each shipment of repair materidl Ishaccompanied by Material Safety Data
Sheets (MSDS) and a certificate of compliance cergifthat the materials conform to the
requirements of these provisions.

The repair material shall be one of the following apptbproducts:

Joints less than or equal to one (1) inch in width

Sealant — Dow 888

Baysilon 960 (silicon based)

Joints greater than one (1) inch in but less than three (3ches in width:

Sealant — Dow 902 (silicon based)

The entire cost for the silicon expansion joint repfaent including but not limited to labor,
maintenance, equipment, tools, and incidentals wilhbleded in the unit prices for Silicon Joint
Replacement.

Payments shall be made under:

“Silicon Joint Replacement Linear Feet”
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EVAZOTE EXPANSION JOINT REPLACEMENT

Joint openings less than or equal to five (5) inches in width

Contractor shall remove the existing expansion jaiean the area in accordance with the
manufacturer’'s recommendations, and place the evazpéms®n joint in accordance with the
manufacturer’'s recommendations. Contractor shall hawanufacturer’s representative present
during the installation of the first evazote expangiamt of the project. The expansion joint shall
be replaced with the materials stated in this contract

Track mounted sawvill be required for cutting expansion joint for Evazote placement.

All materials shall be delivered unopened in their oabaontainers bearing the manufacturer’'s
label, date of manufacture, batch number, trade name,baad quantity. Sufficient material to
perform the entire expansion joint shall be “on hgmatir to removing the existing expansion
joint. Stored materials may be inspected prior ta e and shall meet the requirements of
these provisions. Each shipment of repair materall s accompanied by Material Safety Data
Sheets (MSDS) and a certificate of compliance cergifthat the materials conform to the
requirements of these provisions.

Evazote Joint Seal Specifications

Use preformed seals compatible with concrete and aesigi abrasion, oxidation, oils, gasoline,
salt and other materials that are spilled on or appli¢te surface. Use a low-density closed cell,
cross-linked ethylene vinyl acetate polyethylene capeiynitrogen blown material for the seal.
Use seals manufactured with grooves 1/8" (3 mm) + wide&y(3/mm) + deep and spaced
between 1/4 (6 mm) and 1/2 inch (13 mm) apart along the saigfete running the length of the
joint. Use seals sized so that the depth of thenseels the manufacturer's recommendation, but
is not less than 70% of the uncompressed width. Proseéealalesigned so that, when
compressed, the center portion of the top does notcex@mard above the original height of the
seal by more than 1/4 inch (6 mm). Splice the seafjubm heat welding method by placing the
joint material ends against a Teflon heating iron of B5a77C) for 7 - 10 seconds, then
pressing the ends together tightly. Do not test thdimgelintil the material has completely
cooled. Use material that resists weathering andvidtea rays. Provide a seal that has a
working range of 30% tension and 60% compression and istigatalong its entire length
including the ends. Have the top of the evazote seallglshop marked. Inspect the evazote
seals upon receipt to ensure that the marks are clésible upon installation.

Provide seals that meet the requirements given below:

TEST TEST METHOD REQUIREMENT
Elongation at break ASTM D3575 210 £ 15%
Tensile strength, psi (kPa) ASTM D3575 110 + 15 (755 + 100)
Compression Recovery AASHTO T42
(% of original width) 50% compr. for 22 hr. 87 +3
@ 73°F (23°C) 1/2 hr. B
recovery
Weather/Deterioration AASHTO T42 No deterioration
Accelerated Weathering | for 10 years min.
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Compression/Deflection @_ 5_0% d_eflection of 10 psi (69 kPa) min.

original width

0 .

gié’ig b defection of 60 psi (414 kPa) max.
Tear Strength, psi (kPa) ASTM D624 16 + 3 (110 = 20)
Density ASTM D545 281034
Water Absorption ASTM D3575 Total 3
(% vol/vol) immersion for 3 months

Adhesives

Use a two component, 100% solid, modified epoxy adhesivethgt seal that meets the
requirements of ASTM C881, Type 1, Grade 3, Class B & C andHe following physical
properties:

Tensile strength 3500 psi (24.1 MPa) min.

Compressive strength 7000 psi (48.3 MPa) min.

Shore D Hardness 75 psi (0.5 MPa) min.

Water Absorption 0.25% by weight

Use an adhesive that is workable to 40°F (4°C). Whstaliimg in temperatures below 40°F
(4°C) or for application on moist, difficult to dry coete surfaces, use an adhesive specified by
the manufacturer of the joint material.

Joint Preparation

After removal of existing joint, area must be sandteld immediately prior to installation of the
new joint. Blasting medium shall be a non-silica produgiasting medium shall be swept up and
removed from the project. Traffic shall be protectearfblasting operations. Joint shall be re-
cleaned (and re-blasted if necessary), if joint ifsiah is delayed and joint is determined to be
unsuitable due to dirt, oils, etc.

Exact size of joint seals to be used where jointg lien repaired with elastomeric concrete shall
be determined after the elastomeric concrete worngpteted.

Seal Installation

Do not install the joint seal if the ambient aimg@erature is below 45 (7°C). Evazote joint
splicing shall not exceed 2 splices per joint.

Begin installation at the low end of the joint afégplying the mixed epoxy to the sides of both
the joint material and both sides of the joint, makiagain to completely fill the grooves with
epoxy. With gloved hands, compress the material andtigtinelp of a blunt probe, push it
down into the joint until it is recessed approximatetibth (6 mm) below the surface. Do not
push the seal at an angle that would stretch the maténece work on a joint begins, do not
stop until it is completed. Clean the excess epoxthefsurface of the joint materguickly and
thoroughly. Do not use solvents to remove excess epoxy. Reexwess epoxy in accordance
with the joint manufacturer's recommendations.
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The entire cost for the evazote expansion joint ogplent including but not limited to labor,
maintenance, equipment, tools, and incidentals wilhbleded in the unit prices for Evazote Joint
Replacement.

Payments shall be made under:

“Evazote Joint Replacement Linear Feet”

“Evazote Joint Replacement w/ Saw Cut Linear Feet”

ELASTOMERIC CONCRETE PLACEMENT

Contractor shall repair damaged concrete adjacentrtis jas directed by the Engineer with
elastomeric concrete.

Contractor shall submit falsework plans for approvallséwork plans shall take into account
expansion of the bridge deck due to changes in temperature.

Do not place elastomeric concrete if the ambienteamperature is below 456 (7°C). Prepare

and apply a primer, as per manufacturer's recommendat@ai,vertical concrete faces, all steel
components to be in contact with elastomeric coaciatd to areas specified by the
manufacturer. Align the angles with the joint opening.

Prepare, batch, and place the elastomeric concrateardance with the manufacturer’s
instructions. Place the elastomeric concrete whéeprimer is still tacky and within 2 hours after
applying the primer. Pay careful attention to properlysodidate the elastomeric concrete
around the steel and anchors.

Tarps are to be utilized under the mixing areas, andrithgebdeck joint shall be taped off to
protect the bridge deck from spills during elastomeric airadnstallation.

Provide materials that comply with the following minim requirements at 14 days.

CONCRETE PROPERTIES TEST METHOD I\RAIIEI\SI\SIL;QI\IQMENT
Bond, psi (Strength to Concrete MPa) ASTM D638 (D638M) 450 (3.1)
Brittleness by Impact, ft-Ib (kg-m) Ball Drop 7 (0.97)
Compressive Strength, psi (MPa) ASTM D695 (D695M) 2800 (19.3)
Tensile Strength, psi (MPa) ASTM D638 (D638NM) 800 (5.5)
Ultimate Elongation ASTM D638 (D638M) 150%

Tear Resistance, Ib/in (kN/m) ASTM D624 90 (15.7)
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In addition to the requirements above, use elastomenicrete that also resists water, chemical,
UV, and ozone exposure and withstands extreme tempe(aere-thaw) changes.

Furnish a manufacturer’s certification verifying thia¢ imaterials satisfy the above requirements.
Provide samples of elastomeric concrete to the Engiifieequested, to independently verify
conformance with the above requirements.

The entire cost for joint repair using elastomericarete including but not limited to labor,
maintenance, equipment, tools, and incidentaldwiihcluded in the unit prices for Joint
Repair using Elastomeric Concrete. Linear feet mea®miewill include both sides of the joint to
be repaired.

Payments shall be made under:

“Joint Repair using Elastomeric Concrete
(less than 16” wide and less than 2” deep) Linear Feet”

“Joint Repair using Elastomeric Concrete
(greater than 16” wide or greater than 2"deep) Cubic Feet”

ASPHALT JOINT REPAIR AND REPLACEMENT

Joint material shall be hot applied, pre-mixed bituminoagerial that will provide a smooth
riding surface and a waterproof joint. The contractaitl giniepare the surface to be repaired by
saw cutting to the desired width, removing all loose naiend cleaning the area with
compressed air.

No repairs shall be made during periods of rain, snowleet. Standing water shall be removed
prior to placement of material.

Steel bridging plates shall be used as needed to providé&dader across the joint opening.
Plates shall be galvanized mild steel, 1/8” to 1/4” thasid 4” to 9” wide.

Bulking aggregate shall be chosen from the Basalt, GnigstGabbro, or Granite Family. Only %2”
or %" size stone shall be used. The size of the stobe used shall be in accordance with the
following joint depths:

2"-3" depth %" stone
3"-5” depth ¥," stone

Material Requirements
All materials shall meet the specifications as apptdwethe Engineer prior to use. The joint

material shall be one of the following approved products:
FibreJoint, A/P Bridge Flex Joint or other NCDOT apmadwaterial.
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Payments shall be made under:

“Asphalt Joint Repair/Replacement
(187-24" wide, w/ plate) Linear Feet

COOPERATION WITH STATE FORCES AND OTHER
CONTRACTORS

The Contractor must cooperate with State forces dmel abntractors working within the limits
of this project as directed by the Engineer.

DAMAGE TO EXISTING PAVEMENT, BASE, SUBGRADE, AND
PROPOSED PAVEMENT

In addition to the requirements of the Standard Speaificsiconcerning this subject, the
Contractor is cautioned that he will be held respoaddi all damages to the pavement, base, and
subgrade caused by his operations, including but not lineteditting and shoving of the existing
or proposed pavement and yielding or rutting of the existasg and subgrade.

The Contractor is cautioned to limit the weight ofdugiipment and the frequency of hauls so as
to not damage the existing pavement, base, subgrade gmopwsed pavement.

Any subgrade or base failures which the Contractor fimas to the beginning of his operations

or during the conditioning of the existing base are tbrbeght to the attention of the Engineer

in writing. Repairs to those areas will be made bylD@ces. Once these deficient areas have
been repaired, the requirements of this Special Prowibfully apply.

DRIVEWAYS AND PRIVATE PROPERTY

The Contractor shall maintain access to drivewaysalfaesidents and property owners
throughout the life of the project.

The Contractor shall not perform work for privatezatis or agencies in conjunction with this
project or within the project limits of this contracAny driveway paved by a Contractor which
ties into a NCDOT system road being paved by the Cctatranust be paved either prior to the
road paving project or after its completion.

LITTER PICK-UP

Litter pick-up shall be performed on all areas. Littekpip will be considered incidental to the
cutting and removal of vegetation clippings and debris.adititional compensation will be made
for litter pick-up.
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NOTIFICATION OF OPERATIONS

The Contractor shall notify the Engineer two weekadaance of beginning work on this project.
The Contractor shall give the Engineer sufficienteetf all operations for any sampling,
inspection or acceptance testing required.

PLAN, DETAIL, AND QUANTITY ADJUSTMENTS

The Department reserves the right to make, at anyduriag the progress of the work, such
alterations in plans or the details of constructiomag be found necessary or desirable by the
Engineer to complete the project.

PLANT AND PEST QUARANTINES

(Imported Fire Ant, Gypsy Moth, Witchweed, And Other Noxious Weeds)
(3-18-03) Z-04a

Within quarantined area

This project may be within a county regulated for plamt/ar pests. If the project or any part of
the Contractor's operations is located within a qua@ahtarea, thoroughly clean all equipment
prior to moving out of the quarantined area. Comply Vateral/state regulations by obtaining a
certificate or limited permit for any regulated artioleving from the quarantined area.

Originating in a quarantined county

Obtain a certificate or limited permit issued by th€ NDepartment of Agriculture/United States
Department of Agriculture. Have the certificate ontld permit accompany the article when it
arrives at the project site.

Contact

Contact the N.C. Department of Agriculture/United Stddepartment of Agriculture at 1-800-
206-9333, 919-733-6932, titp://mwmw.ncagr.convplantind/ to determine those specific project
sites located in the quarantined area or for any regutatele used on this project originating in
a quarantined county.

Regulated Articles Include

1. Soil, sand, gravel, compost, peat, humus, muck, and decompasede, separately or with
other articles. This includes movement of articisedl above that may be associated with
cut/waste, ditch pulling, and shoulder cutting.

Plants with roots including grass sod.

Plant crowns and roots.

wn
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Bulbs, corms, rhizomes, and tubers of ornamental plants

Hay, straw, fodder, and plant litter of any kind.

Clearing and grubbing debris.

Used agricultural cultivating and harvesting equipment.

Used earth-moving equipment.

Any other products, articles, or means of conveyaat@ny character, if determined by an
inspector to present a hazard of spreading imported fireggosy moth, witchweed or other
noxious weeds.

©oo~No O

SUBSURFACE INFORMATION

(7-1-95) SP1 G112

There isno subsurface information available on this project. Tostractor shall make his own
investigation of subsurface conditions.

MAINTENANCE OF PROJECT

The Contractor shall be responsible for maintainimggroject as directed by Section 104-10 in
the Standard Specifications.

MOBILIZATION

In Article 800-2 of the Standard Specifications, “Measurgraead Payment”, is deleted;
therefore; payment for Mobilization will be consideriacidental to the various bid items.

PRECONSTRUCTION CONFERENCE

In accordance with Section 108-3 of the Standard Spetfisata preconstruction conference
will be required prior to beginning work.

PROSECUTION AND PROGRESS

The Contractor shall pursue the work diligently with woeknmn sufficient numbers, abilities, and
supervision, and with equipment, materials, and methodsrstruction as may be required to
complete the work described in the contract by the cetiopl date and in accordance with
Section 108 of the Standard Specifications.

Work shall only be performed when weather and vigtiidnditions allow safe operations.

The Contractor shall temporarily remove his equipmenhfthe travelway for emergency vehicles
and school buses as directed by the Engineer.
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WORK ZONE TRAFFIC CONTROL

(8-16-11) SP11 R20
Revise the2006 Standard Specifications as follows:

Page 11-3, Article 1101-12 Traffic Control Supervisionin addition to the stated requirements,
add the following:

Provide the service of at least one qualified Work Z8uapervisor. The Work Zone Supervisor
shall have the overall responsibility for the propeplementation of the traffic management plan,
as well as ensuring all employees working inside the NCIR@yht of Way have received the

proper training appropriate to the job decisions eachithdiVis required to make.

The work zone supervisor is not required to be on siadl aines but must be available to address
concerns of the Engineer. The name and contactafiozn of the work zone supervisor shall be
provided to the Engineer prior to or at the preconstraoaanference.

Qualification of Work Zone Supervisors shall be donalWCDOT approved training agency or
other approved training provider. For a complete listingpese, see the Work Zone Traffic
Control's webpage, http://www.ncdot.gov/doh/preconstrudtiivz

Page 11-13, Article 1150-3 Construction Methodseplace the article with the following:

Provide the service of properly equipped and qualified flaggsee Roadway Standard
Drawings No. 1150.01) at locations and times for such period as necdssatye control and
protection of vehicular and pedestrian traffic. Anyomeo controls traffic is required to be
qualified. Qualification consists of each flagger reiogivproper training in the set-up and
techniques of safely and competently performing a flaggpegagion. Qualification of flaggers is
to be done at an NCDOT approved training agency.

For a complete listing of these, see the Work Zon#i@ @ontrol's webpage:
http://www.ncdot.gov/doh/preconstruct/wztc/.

Prior to beginning work on the project, a Qualificat®tatement that all flaggers used on the
project have been properly trained through an NCDOT apgdrdraning resource shall be
provided to the Engineer.

Flagging operations are not allowed for the conveniefhtiee Contractor’s operations.
However, if safety issues exist (i.e. sight or stopgight distance), the Engineer may approve
the use of flagging operations. Use flagging methods traply with the guidelines in the
MUTCD.
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TRAFFIC CONTROL

(10-21-08) RWZ-1

Maintain traffic in accordance with Divisions 10, 11 &f?l of theSandard Specifications and
the following provisions:

Use a lane closure (refer to tReadway Standard Drawings Nos. 1101.02, 1101.11, 1110.02,
1130.01 and details for the Advance Work Zone signing in otthtoa a slow-moving operation
as shown in details of this contract. Use a movipgration only if the minimum speed
maintained at all times is 3 mph with no stops thatavaor close a lane of travel.

If the moving operation is progressing slower than 3 @plny time, install a lane closure.
Maintain the existing traffic pattern at all timescept in the immediate work zone where lane
closures are allowed as determined by the Engineer.

Refer to Attached Details and tReadway Standard Drawings Nos. 1101.02, 1101.03, 1101.04,
1101.05, 1101.11, 1110.01, 1110.02, 1115.01, 1130.01, 1135.01, 1145.01, 1150.01, 1165.01,
1170.01 and 1180.01 when closing a lane of travel in a statiwaiky zone such as pavement
patching resurfacing, or pavement marking removal. Prppgmllasted cones may be used
instead of drums for lane closures during daylight hoursweier, drums are required for the
upstream taper portion of lane closures in all applicatiofihe stationary work zone shall be a
maximum of 3 miles in length at any given time unlesentise directed by the Engineer. A pilot
vehicle operation may be used in conjunction with flaggand the appropriate pilot vehicle
warning signing as directed by the Engineer. During penddsnstruction inactivity, return the
traffic pattern to the existing alignment and removecover any work zone signs. When
covering work zone signs, use an opaque material thatrsereading of the sign at night by a
driver using high beam headlights. Use material, whicesdaot damage the sign sheeting.
Replace any obliterated markings as required by othaossdaf theStandard Specifications and
the Engineer.

When personnel and equipment are working on the shouldeeatf@ an undivided facility and
within 5 feet of an open travel lane, close the reaopen travel lane using tHeoadway
Standard Drawings No. 1101.02 unless the work area is protected by barrguwandrail. When
personnel and equipment are working on the shoulder, adjacardivided facility and within 10
feet of an open travel lane, close the nearest opemltlane using th&oadway Sandard
Drawings No. 1101.02 unless the work area is protected by barrguardrail.

When personnel and equipment are working within a laneagél of an undivided or divided
facility, close the lane according to the traffic ttoh plans,Roadway Standard Drawings or as
directed by the Engineer. Conduct the work so that adlogmmel and equipment remain within
the closed travel lane. Do not work simultaneouslyboti sides of an open travel way, within
the same location, on a two-lane, two-way road. rmad perform work involving heavy
equipment within 15 feet of the edge of travel way whernkw® being performed behind a lane
closure on the opposite side of the travel way. Parfeork only when weather and visibility
conditions allow safe operations as directed by therieegi

Do not exceed a difference of 2 inches in elevatidwéen open lanes of traffic for nominal lifts

of 1.5 inches. Install advance warning UNEVEN LANEghsi(W8-11 at 48” X 48”) 500 feet in
advance and a minimum of once every half mile througtfmitineven area.
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Backfill at a 6:1 slope up to the edge and elevation ofiegipavement in areas adjacent to an
open travel lane that has an edge of pavement drop-ofl@ss:

(A)  Drop-off that exceeds 2 inches on roadways with gubstpeed limits of 45 mph or
greater.

(B)  Drop-off that exceeds 3 inches on roadways withggbspeed limit less than 45 mph.

Backfill the unacceptable drop-off with suitable compachederial, as approved by the Engineer,
at no expense to the Department. This work is notidered part of shoulder reconstruction.

When utilizing a slow-moving operation for such items @e/ement marking placement,
pavement marker installation and pesticide spraying, lthwe sioving operation caravan shall
consist, as a minimum, of the vehicles and devicesvishan the Moving Operation Caravan
Detail(s) herein. Traffic cones may be used wheressary to provide additional protection of
wet pavement markings. Ballast all traffic conesh&y will not be blown over by traffic.

Submit a written sequence of operation for all map$i¢oEngineer at the first pre-construction
meeting for approval by the Engineer. Approved sequenaaotde altered without written
permission of the Engineer.

Notify the Engineer 48 hours before milling or resurfgomill interfere with the existing Signal
Loops. Loops may need to be placed in milled surfacedeésurfacing occurs. Coordinate all
signal loop operations with the Engineer.

Notify the Engineer 15 consecutive calendar days be&serfacing a bridge or its approaches.
Patch and make repairs to bridge surface and its approdefese resurfacing occurs.
Coordinate all operations on the bridge and its approaekieshe Engineer.

Notify the Engineer 48 hours before resurfacing the aofasxisting pavement that require
patching. Patch these areas before resurfacing océllosv full depth asphalt patching to cool
to the point of supporting traffic without displacementrotting before reopening closed lane.
Coordinate the resurfacing operations of the patched angathe Engineer.

During a resurfacing only operation, bring all newly résted lanes to the same elevation within
72 hours.

For partial or wheel track miling operations on twoywewo-lane facilities, mill and pave back
by the end of each work day. For partial or wheektratling operations on multi-lane facilities,
the lane being milled may be left closed and paved batkwi2 hours.

The following options are acceptable during Resurfacingaltidg operations on two-way, two-
lane facilities when the entire roadway or entireelg to be milled:

(A) Mill a single lane and pave back by the end of eactk day.
(B) Mill the entire width of roadway and pave back mti2 hours.
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The following options are available during Resurfacing amliing operations on multi-lane
facilities when all lanes or a single lane in onection are to be milled:

(A) Mill the entire width of pavement for all lanes be milled in any direction daily
and pave back within 72 hours.

(B) Mill a single lane and pave back by the end of eaatk day.

(©) Mill a single lane, leave a lane closure in angedaack within 72 hours.

When resurfacing facilities with ramps, resurface #mapg and gore area of the ramp as directed
by the Engineer. A transverse joint shall be plagethe ramp at the terminal point of the gore.

Newly resurfaced lanes on the main roadway and the shadpbe at the same elevation where

traffic merges.

Slope the pavement at the beginning and ending of therdiliyg operation as directed by the
Engineer. Sweep and remove all milled material froenrtadway as soon as the daily milling
operation is completed. Continue milling operations whél particular section of roadway being
milled is complete. Remove any existing pavement adfatze the milled area that has been
damaged, and replace with patch material as directed lBntjieeer.

Maintain vehicular access in accordance with Seclib@1-13 of theSandard Specifications
using suitable backfill material approved by the Engineer.

Operate equipment and conduct operations in the same aliredithe flow of traffic. Do not
cross medians with equipment, except at properly desigmagrdhanges.

Review and record the existing pavement markings and nsapk&r to resurfacing. Use the
record of existing pavement markings and markers in camumevith the Roadway Standard
Drawings to re-establish the proposed pavement markings and maniess otherwise directed
by the Engineer.

Provide appropriate lighting in accordance with Section 141Bedtandard Specifications.

Remove existing pavement markers in preparation for gavitepair any pavement damage due
to existing pavement marker removal prior to the enti@fvork day.

Dispose of existing pavement markers as directed by tigin&er. No direct payment will be
made for this work, as it will be incidental to the ipgvoperation.

Payment will be made for the traffic control iterhstt have been included in the contract. No
direct payment will be made for providing other traffantrol as required herein, as the cost of
same will be considered incidental to the work being faaidinder those various traffic control
items that have been included. Where the Contracaimtams traffic as required herein but no
specific pay items have been included in the contrdicgsaociated costs will be considered
incidental to the work being paid for under the variousstén the contract.
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WORK ZONE SIGNING

(10-21-08) RWZ-3
Description

Install and maintain signing in accordance with Diwisid 1 and 12 of th&andard
Specifications, theRoadway Standard Drawings and the following provisions:

Furnish, install, maintain, and remove advance wamiik zone signs and any required lane
closure signing.

Furnish, install, and maintain general work zone warsigns for resurfacing and miling such as
ROUGH ROAD (W8-8 at 48" X 48") (for milling only), UNEVENANES (W8-11 at 48" X

48"), LOW SHOULDER (W8-9 at 48" X 48"), LOW / SOFT SHOULDKEBROT No. 16-

79860 at 48" X 48”), UNMARKED PAVEMENT AHEAD (DOT No. 116087130 at 4848")
and DO NOT PASS (R4-1 at 24" X 30"). When constructiomismeted in any area of the
project, relocate signs to the next work site, as ticeby the Engineer. Remove these signs at
the completion of the project.

All work zone signs may be portable.
Construction Methods
(A) General

Install all warning work zone signs before beginning kvamn a particular map. If signs are
installed three days prior to the beginning of work gradicular map, cover the signs until the
work begins. Install each work zone warning sign seplgrahd not on the same post or stand
with any other sign except where an advisory speed tad@ectional arrow is used.

(B)  Advance Warning Work Zone Signs

Install advance warning work zone signs (see attach&alland thdRoadway Sandard
Drawings Nos. 1101.02 and 1110.01 and advance signing details) prior to bggifinvork and
remove upon final completion of the project. If thisra period of construction inactivity longer
than two weeks, remove or cover advance warning wamk s@ns. Uncover advance warning
work zone signs no more than 3 days before work resuAiesther operations could be
suspended upon failure to comply with the above requirem&ush suspended operations
would not be resumed until the above requirements arketlilfi

(C) Lane Closure Work Zone Signs

Install any required lane closure signing needed duringféheflthe project in accordance with
the Roadway Standard Drawings Nos. 1101.02, 1101.11 and 1110.02.
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(D)  General Work Zone Warning Signs

Install general work zone warning signs for resurfacimg railling such as ROUGH ROAD (W8-
8 at 48" X 48") (for milling only), UNEVEN LANES (W8-11 at 4& 48"), LOW SHOULDER
(W8-9 at 48" X 48") and LOW / SOFT SHOULDER (W8-9B at 48" X 48t)1 mile intervals
starting at a minimum of 500 feet in advance of the cmmdior both directions of travel
(undivided roadways only) and at any other points detethbigehe Engineer.

Install the LOW SHOULDER (W8-9 at 48" X 48") or LOW / SDSHOULDER (DOT No.
16-79860 at 48" X 48”) signs prior to any resurfacing in an atezevshoulder construction will
be performed.

Install general work zone warning signs such as UNMARKEAYEMENT AHEAD (DOT

No. 116087130 at 48" X 48") and DO NOT PASS (R4-1 at 24" X 30") atedyrat 1/2 mile
intervals starting at a minimum of 500 feet in advand@@fcondition for both directions of travel
(undivided roadways only) and at any other points detethiigehe Engineer. Install signs prior
to the obliteration of any pavement markings.

Measurement and Payment

Payment will be made for the work zone signing iteras blave been included in the contract.
No direct payment will be made for providing other workeaigning as required herein, as the
cost of same will be considered incidental to the viomikg paid for under those various work
zone signing items that have been included. Wheredh&&:tor provides work zone signing as
required herein but no specific pay items have been irdtlmdde contract, all associated costs
will be considered incidental to the work being paid fadermthe various items in the contract.
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN
CERTIFICATION

CORPORATION

The person executing the bid, on behalf of the Bidder, being dulywseaemnly swears (or affirms) that neither he, nor any
official, agent or employee of the bidder has entered intcagrgement, participated in any collusion, or otherwise takgn
action which is in restraint of free competitive bidding inmection with any bid or contract, and that the Bidder intends to do
the work with its own bonafide employees or subcontractorssandtibidding for the benefit of another contractor.

In addition, execution of this bid in the proper manner also cuotesditthe Bidder's certification &atus under penalty of
perjury under the laws of the United States in accordance wéhDebarment Certification attached, provided that the
Debarment Certification also includes any required statengentgrning exceptions that are applicable.

N.C.G.S § 133-32 and Executive Order 24 prohibit the offer to, or acceptancaryyState Employee of any gift from anyone
with a contract with the State, or from any person seekimptbusiness with the State. By execution of any responkesin t
procurement, you attest, for your entire organization anenitsloyees or agents, that you are not aware that any kb
been offered, accepted, or promised by any employees of iganization.

SIGNATURE OF CONTRACTOR

Full name of Corporation

Address as prequalified

Attest By
Secretary/Assistant Secretary President/Vice Preshteigtant Vice President
Sdect appropriatetitle Sdect appropriatetitle
Print or type Signer's name Print or type Signer's name

CORPORATE SEAL

AFFIDAVIT MUST BE NOTARIZED
Subscribed and sworn to before me this the

day of , 20

Signature of Notary Public
Of County

NOTARY SEAL
State of

My Commission Expires
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

LIMITED LIABILITY COMPANY

The person executing the bid, on behalf of the Bidder, being dulywseaemnly swears (or affirms) that neither he, nor any
official, agent or employee of the bidder has entered intcagrgement, participated in any collusion, or otherwise takgn
action which is in restraint of free competitive bidding inmection with any bid or contract, and that the Bidder intends to do
the work with its own bonafide employees or subcontractorssandtibidding for the benefit of another contractor.

In addition, execution of this bid in the proper manner also cuoteditthe Bidder's certification &atus under penalty of
perjury under the laws of the United States in accordance wéhDebarment Certification attached, provided that the
Debarment Certification also includes any required statengentgrning exceptions that are applicable.

N.C.G.S. § 133-32 and Executive Order 24 prohibit the offer tocaapgance by, any State Employee of any gift from anyone
with a contract with the State, or from any person seekimptbusiness with the State. By execution of any responkesin t
procurement, you attest, for your entire organization anenitsloyees or agents, that you are not aware that any ukhsg
been offered, accepted, or promised by any employees of iganization.

SIGNATURE OF CONTRACTOR

Full Name of Firm

Address as Prequalified

Signature of Manager

Witness's Signature Individually

Print or type Signer's name Print or type Signer's Name

AFFIDAVIT MUST BE NOTARIZED
Subscribed and sworn to before me this the

__ dayof 20

Signature of Notary Public

of County

State of NOTARY SEAL

My Commission Expires:
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EXECUTION OF BID

NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION
JOINT VENTURE (2) or (3)

The person executing the bid, on behalf of the &ideing duly sworn, solemnly swears (or affirtigt neither he, nor any official, agent or
employee of the bidder has entered into any agmerparticipated in any collusion, or otherwiseaalkany action which is in restraint of free
competitive bidding in connection with any bid asntract, and that the Bidder intends to do the weith its own bonafide employees or
subcontractors and is not bidding for the benéftrmther contractor.

In addition, execution of this bid in the propermmar also constitutes the Bidder's certificatio®eafus under penalty of perjury under the laws of the
United States in accordance with the Debarmentification attached, provided that the DebarmenttifEtion also includes any required

statements concerning exceptions that are appgicabl

N.C.G.S. § 133-32 and Executive Order 24 prohibit the offer to, oceptance by, any State Employee of any gift frogoae with a contract with
the State, or from any person seeking to do businéth the State. By execution of any responstis procurement, you attest, for your entire
organization and its employees or agents, thatayewnot aware that any such gift has been offerebpted, or promised by any employees of your

organization.

SIGNATURE OF CONTRACTOR

Instructions: 2 Joint Venturers Fill in lines (1), (2) and (3) and executg.Joint Venturers Fill in lines (1), (2), (3) and (4) and executen Line

(2), fill in the name of the Joint Venture Compar®n Line (2), fill in the name of one of the jowgnturers and execute below in the appropriate
manner. On Line (3), print or type the name ofdtieer joint venturers and execute below in the@miate manner. On Line (4), fill in the name of
the third joint venturer, if applicable and exedoétow in the appropriate manner.

@

@

Name of Joint Venture

Name of Contractor

Address as prequalified

Signature of Witness or Attest

By

Print or type Signer's name

If Corporation, affix Corporate Seal

(©)

Signature of Cactor

and

Print or type Signetae

Name of Contractor

Address as prequalified

4)

Signature of Witness or Attest By Signature of Cactor

Print or type Signer's name Print or type Signetae
If Corporation, affix Corporate Seal and
Name of Contractoffor 3 Joint Venture only)
Address as prequalified

Signature of Witness or Attest By Signature of Eartor

Print or type Signer's name Print or type Signeaime
If Corporation, affix Corporate Seal
NOTARY SEAL NOTARY SEAL NOTARY SEAL

Affidavit must be notarized for Line (2)
Subscribed and sworn to before me this

day of 20
Signature of Notary Public
of County
State of

My Commission Expires:

Affidavit must be notarized for Line (3)
Subscabeldsworn to before me this

Affidavit must be notarized for Line (4)
Subscribed and sveobefore me this

day of 20
Signature of Notary Rubl
of County
State _of

My Commis§&igpires:
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State of
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

INDIVIDUAL DOING BUSINESS UNDER A FIRM NAME

The person executing the bid, on behalf of the Biddengbeuly sworn, solemnly swears (or affirms) that regith
he, nor any official, agent or employee of the biddes éntered into any agreement, participated in any milus
or otherwise taken any action which is in restraififree competitive bidding in connection with any bid o
contract, and that the Bidder intends to do the work istlown bonafide employees or subcontractors andtis no
bidding for the benefit of another contractor.

In addition, execution of this bid in the proper mannep aonstitutes the Bidder's certification of Status under
penalty of perjury under the laws of the United Stateadcordance with the Debarment Certification attdche
provided that the Debarment Certification also includeg required statements concerning exceptions that are
applicable.

N.C.G.S. § 133-32 and Executive Order 24 prohibit the offesrtacceptance by, any State Employee of any gift
from anyone with a contract with the State, or frany person seeking to do business with the State xdgyigon

of any response in this procurement, you attest, for gatire organization and its employees or agents,ythat
are not aware that any such gift has been offeredptat, or promised by any employees of your organization.

SIGNATURE OF CONTRACTOR
Name of Contractor

Individual name

Trading and doing business as

Full name of Firm

Address as Prequalified

Signature of Witness Signature of Contractor, Individually

Print or type Signer's name Print or type Signer’'s name

AFFIDAVIT MUST BE NOTARIZED
Subscribed and sworn to before me this the

__ dayof 20

Signature of Notary Public

of County

State of NOTARY SEAL

My Commission Expires:

36



EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

INDIVIDUAL DOING BUSINESS IN HIS OWN NAME

The person executing the bid, on behalf of the Bidder, being dulywseaemnly swears (or affirms) that neither he, nor any
official, agent or employee of the bidder has entered intcagrgement, participated in any collusion, or otherwise takgn
action which is in restraint of free competitive bidding inrection with any bid or contract, and that the Bidder intends to do
the work with its own bonafide employees or subcontractorssandtibidding for the benefit of another contractor.

In addition, execution of this bid in the proper manner also cuoteditthe Bidder's certification &atus under penalty of
perjury under the laws of the United States in accordance wéhDebarment Certification attached, provided that the
Debarment Certification also includes any required statengentgrning exceptions that are applicable.

N.C.G.S § 133-32 and Executive Order 24 prohibit the offer to, or acceptancaryyState Employee of any gift from anyone
with a contract with the State, or from any person seekimptbusiness with the State. By execution of any responkesin t
procurement, you attest, for your entire organization anenitsloyees or agents, that you are not aware that any ukhsg
been offered, accepted, or promised by any employees of iganization

SIGNATURE OF CONHACTOR
Name of Contractor

Print or type Individual name

Address as Prequalified

Signature of Contractor, Individually

Print or type Signer's Name

Signature of Witness

Print or type Signer’'s name

AFFIDAVIT MUST BE NOTARIZED
Subscribed and sworn to before me this the

__ dayof 20

Signature of Notary Public

of County

State of NOTARY SEAL

My Commission Expires:
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

PARTNERSHIP

The person executing the bid, on behalf of the Biddengbeuly sworn, solemnly swears (or affirms) that regith
he, nor any official, agent or employee of the biddes éntered into any agreement, participated in any milus
or otherwise taken any action which is in restraififree competitive bidding in connection with any bid o
contract, and that the Bidder intends to do the work istlown bonafide employees or subcontractors andtis no
bidding for the benefit of another contractor.

In addition, execution of this bid in the proper mannep aonstitutes the Bidder's certification of Status under
penalty of perjury under the laws of the United Stateadcordance with the Debarment Certification attdche
provided that the Debarment Certification also includeg required statements concerning exceptions that are
applicable.

N.C.G.S. § 133-32 and Executive Order 24 prohibit the offesrtacceptance by, any State Employee of any gift
from anyone with a contract with the State, or frany person seeking to do business with the State xdgyigon

of any response in this procurement, you attest, for gatire organization and its employees or agents,ythat
are not aware that any such gift has been offeredptat, or promised by any employees of your organization.

SIGNATURE OF CONTRACTOR

Full Name of Partnership

Address as Prequalified

By

Signature of Witness Signature of Partner

Print or type Signer's name Print or type Signexfeen

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the

day of 20

Signature of Notary Public

of County

State of NOTARY SEAL

My Commission Expires:
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DEBARMENT CERTIFICATION
Conditions for certification:

1. The prequalified bidder shall provide immediate writtenaeotio the Department if at any
time the bidder learns that his certification wa®eeous when he submitted his debarment
certification or explanation that is file with theepartment, or has become erroneous because
of changed circumstances.

2. The termscovered transaction, debarred, suspended, ineligible, lower tier covered
transaction, participant, person, primary covered transaction, principal, proposal, and
voluntarily excluded, as used in this provision, have the meanings set aheiefinitions
and Coverage sections of the rules implementing Exec@naer 12549. A copy of the
Federal Rules requiring this certification and detailing definitions and coverages may be
obtained from the Contract Officer of the Department.

3. The prequalified bidder agrees by submitting this form, lieatvill not knowingly enter into
any lower tier covered transaction with a person whalebarred, suspended, declared
ineligible, or voluntarily excluded from participation MCDOT contracts, unless authorized
by the Department.

4. For Federal Aid projects, the prequalified bidder furtheresythat by submitting this form he
will include the Federal-Aid Provision titleBequired Contract Provisons Federal-Aid
Construction Contract (Form FHWA PR 1273) provided by the Department, without
subsequent modification, in all lower tier covered taatisns.

5. The prequalified bidder may rely upon a certification gfaaticipant in a lower tier covered
transaction that he is not debarred, suspended, ingligiblgoluntarily excluded from the
covered transaction, unless he knows that the catitfic is erroneous. The bidder may
decide the method and frequency by which he will deterntime eligibility of his
subcontractors.

6. Nothing contained in the foregoing shall be construecktpire establishment of a system of
records in order to render in good faith the certiftmatrequired by this provision. The
knowledge and information of a participant is not requie@xceed that which is normally
possessed by a prudent person in the ordinary course néssisiealings.

7. Except as authorized in paragraph 6 herein, the Departnanterminate any contract if the
bidder knowingly enters into a lower tier covered tratisa with a person who is suspended,
debarred, ineligible, or voluntarily excluded from partitipa in this transaction, in addition
to other remedies available by the Federal Government
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DEBARMENT CERTIFICATION
The prequalified bidder certifies to the best of his kealge and belief, that he and his principals:

a. Are not presently debarred, suspended, proposed for debardestdyed ineligible, or
voluntarily excluded from covered transactions by ardeFa department or agency;

b. Have not within a three-year period preceding this prddmesen convicted of or had a civil
judgment rendered against them for commission of fraud arimanal offense in connection
with obtaining, attempting to obtain, or performing a pulfFederal, State or local)
transaction or contract under a public transactionatian of Federal or State antitrust
statutes or commission of embezzlement, theft, fgrdeibery, falsification or destruction of
records; making false statements; or receiving stolepauty;

c. Are not presently indicted for or otherwise criminadly civilly charged by a governmental
entity (Federal, State or local) with commission afy of the offenses enumerated in
paragraph b. of this certification; and

d. Have not within a three-year period preceding this prdpbad one or more public
transactions (Federal, State or local) terminateddoise or default.

e. Will submit a revised Debarment Certification immeehatf his status changes and will show
in his bid proposal an explanatiéon the change in status.

If the prequalified bidder cannot certify that he is debarred, he shall provide an explanation
with this submittal. An explanation will not necedlgaresult in denial of participation in a
contract.

Failure to submit a non-collusion affidavit and debarmeattification will result in the
prequalified bidder's bid being considered non-responsive.

D Check here if an explanation is attached to thisfioation.
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North Carolina Department of Transportation
Small Business Enterprise
BID FORM

WBS Elements: 17BP.3.P.5

Project Description: Repair and/or Replacement of Bridge Egansion Joints in Brunswick,
Duplin, New Hanover, Onslow, Pender & Sampson Counties.

DESC NO. DESCRIPTION UNIT | UNIT PRICE [ AMOUNT BID

0000100000-N Mobilization Each

Temporary Lane Closure (2-Lane, 2- Way

4600000000-N Roadway)

Each

Temporary Lane Closure (Multi-Lane

4600000000-N Roadway)

Each

Temporary Nighttime Lane Closure
(Multi-Lane Roadway)

Lane Closure Shift (Multi-Lane
Roadway)

Nighttime Lane Closure Shift (Multi-
Lane Roadway)

4600000000-N Each

4600000000-N Each

4600000000-N Each

4600000000-N Nighttime Flagging Fach
Crack Sealing (Without Router Or
Diamond Saw)

Crack Sealing (With Router O r Diamond
Saw)

8889000000-E Lbs.

8889000000-E Lbs.
Linear

8867000000-E Silicone Joint Replacement Feet

Linear

8867000000-E Evazote Joint Replacement Feet

Linear

8867000000-E Evazote Joint Replacement w/ Saw Cut Feet

Joint Repair using Elastomeric
8867000000-E Concrete (less than 16” wide and less
than 2” deep)

Linear
Feet

Joint Repair using Elastomeric
8882000000-E Concrete (greater than 16” wide or
greater than 2"deep)

Cubic
Feet

Asphalt Joint Repair/Replacement (18- Linear
24" wide, w/ plate) Feet

8867000000-E

TOTAL BID FOR PROJECT:

CONTRACTOR

ADDRESS
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Federal Identification Number

Contractors License Number

Authorized Agent Title
Signature Date
Witness Title
Signature Date

THIS SECTION TO BE COMPLETED BY NORTH CAROLINA DEPA RTMENT OF
TRANSPORTATION

This bid has been reviewed in accordance with Article 103-1 of the Standard Specifications for Roads and Structures 2006.

Reviewed by Date

Accepted by NCDOT Date
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